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Datenblatt               Schlauchpumpe DSP 9911 
 

Vor Inbetriebnahme unbedingt Schlauch montieren! 
 

Betriebsdaten 
 

Betriebsspannung 
 

24V AC 230V AC 

Artikelnummer 
 

B-2604083 B-2604091 

Förderleistung 
 

50 ml/min 

Schlauchanschluss 
 

6mm Innen- / 9 mm Außendurchmesser 

Leistungsaufnahme 
 

50VA 60VA 

Umgebungstemperatur 
 

10...50°C 

Abmessungen [mm] (HxBxT)  
 

143 x 133 x 85 

Schutzart 
 

IP65 

Sonstiges Überlastschutz durch selbstrücksetzenden Temperaturwächter 
 

 
Anschlussbelegung 
 

Steuerung DS  LD 

 
 
 
 
 

~
M

 

 

~
M

 
 
 
 

  

N 

230V 
oder 
24V 

230V 
oder 
24V 

Impuls 

 

PE 
   

N 

230V 
oder 
24V 

230V 
oder 
24V 

Impuls 

 

PE 

Pumpe  1 2 3    1 2 3  

  blau schw. braun    blau schw. braun  
            

 
 

24V 8 13 9   24V 7 13 8  

Dampferzeuger 
           

 230V 18 19 17   Klemme 13 (Dauerversorgung 24V AC) muss bei 
Geräten vor Bj. 07/2001 nachgerüstet werden. 
Weitere Infos unter Hotline:     0049 4193 / 895 - 
293 

 
Befestigungsmuster 

 
 

 

 

 

 

 

 

110mm 

90mm  
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Zubehör       Schlauchpumpe DSP 9911 
 

[3] Schlauchschelle
[5] Dampfschlauch

[5] Dampfschlauch
[2] T-Stück

Über den Sicherheitsstutzen wird bei einem
möglichen Schlauchbruch die Flüssigkeit
in den Behälter zurückgeleitet.

[6] Duftstoffrückführung
Saughöhe bis 1,70m

[6] Saugleitung

[4] Schlauchschelle

[1] Schlauchpumpe

[8] Schlauchadapter

[7] Pumpenschlauch für Schlauchpumpe

[-] Duftstoffbehälter
Max. Förderhöhe ca. 4m

[6] Duftstoffzugabe

 
 

 

Schlauchpumpe min. 10 mm oberhalb der Duftstoffrückführung montieren! 
 

 Artikel-Nummer 

Pos. Bezeichnung Anz. DN25 DN40 

1 Schlauchpumpe DSP9911; 230V/50Hz 

Alternativ:  

Schlauchpumpe DSP9911; 24V/50Hz 

1 B-2604091 

 

B-2604083 

2 T-Stück zur Duftstoffeinspeisung 1 B-2604067 B-2604069 

3 Schlauchschelle Dampfschlauch 2 E-2404004 E-2604016 

4 Schlauchschelle Duftstoffleitung  1 E-8501055 

5 Dampfschlauch n. Aufm. E-2604012 E-2604013 

6 Silikon-Schlauch 6 x1,5 für Duftstoff n. Aufm. E-2604070 

7 Ersatzteil / Verschleißteil   
Pumpenschlauch für Schlauchpumpe 

1 E-2604074 

8 Ersatzteil 

Schlauchadapter für Silikonschlauch PP 6mm 

1 E-2604076 

 Schlauchhalter 1 E-2604107 
 Rotorgehäusedeckel/Pumpengehäusedeckel 1 E-2604103 

Schlauchpumpe-Montage-Paket, 230V/50Hz ( Pos. 1-4 ) 1 

 

B-2604093 B-2604095 

Schlauchpumpe-Montage-Paket, 24V/50Hz ( Pos. 1-4 ) 1 

 

B-2604085 B-2604087 
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Data sheet                             peristaltic pump DSP 9911 
  

 Hose must be mounted before putting pump into operation! 
 

Operation data 

Operation voltage 24V AC 230V AC 

Article number B-2604083 B-2604091 

Pump power 50 ml/min 

Pumping capacity 6mm inner diameter 

Electrical power 50VA 60VA 

Ambient temperature 10...50°C 

dimensions [mm] (hxwxd)  143 x 133 x 85 

International protection IP65 

Other Overload protection by self-resetting thermal circuit breaker 

 
Connection assignment 

Control DS  LD 
 

~
M

 

 

~
M

 
 
 
 

  

N 

230V 
or 

24V 

230V 
or 

24V 
Impulse 

 

PE 
   

N 

230V 
or 

24V 

230V 
or 

24V 
Impulse 

 

PE 

Pump  1 2 3    1 2 3  

  blue black brown    blue black brown  
            

 
Steam generator 

24V 8 13 9   24V 7 13 8  

 
           

 230V 18 19 17   Terminal 13 (continuous voltage supply 24V AC) is 
not installed in units before 07/2001.  
Please contact Hotline:     0049 4193 / 895 - 293 

 
mounting scheme 

 
 

 

 

 

 

 
 

 

110mm 

90mm  
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Accessories      peristaltic pump DSP 9911 
 

[6] essence recirculation

[7] Hose for peristaltic pump

up to 1,70m suction height

up to 4m lifting height

essence can recirculate
In case of hose damage the

[4] hose clamp

[5] steam hose

[5] steam hose

[2] t-piece

[3] hose clamp

[-] essence container

[6] suction hose

[1] peristaltic pump

[8] hose connector

[6] essence injection

 
 

 

 mount peristaltic pump at least 10 mm above essence recirculation! 
 

 Article number 

Pos. name amount DN25 DN40 

1 Peristaltic pump DSP9911;230V/50Hz 

alternative: Peristaltic pump DSP9911; 24V/50Hz 

1 B-2604091 

B-2604083 

2 T-piece for essence injection 1 B-2604067 B-2604069 

3 Clamp for steam hose 2 E-2404004 E-2604016 

4 Clamp for essence hose  1 E-8501055 

5 Steam hose per m. E-2604012 E-2604013 

6 Silicone-hose 6 x1,5 for essence per m. E-2604070 

7 Spare part / working part  
Hose for peristaltic pump 

1 E-2604074 

8 Spare part 

Tube connector for silicone-hose PP 6mm 

1 E-2604076 

 Holder for tubes 1 E-2604107 
 Rotor casing cover / Pump case cover 1 E-2604103 

Peristaltic pump mounting set, 230V/50Hz (incl. pos. 1-4) 1 

 

B-2604093 B-2604095 

Peristaltic pump mounting set, 24V/50Hz (incl. pos. 1-4) 1 

 

B-2604085 B-2604087 

 
 

 


